
 
Attached to the left is the VSD Sonet Table Template 

 
1) Enable All Features in PDF Document 

2) Click on Paperclip icon on left 
3) Open/Download Microsoft Excel file 



ITN 1

		Buildings & Wire Closets		Max Score		Scoring Procedure		Bldg #, Closet #		Bldg #, Closet #		Bldg #, Closet #		Bldg #, Closet #		Bldg #, Closet #		Bldg #, Closet #		Bldg #, Closet #		Bldg #, Closet #		Bldg #, Closet #		Bldg #, Closet #

		SONET Equipment

		Existing Equipment/Vendor Solution:

		Closet Requirements

		ITN? (closets with ITN equip. are labeled "ITN")

		Reuse equipment? (if "Y", see reuse list)

		User Side Inerfaces:

		DS-0

		DS-1

		DS-3

		E-1

		E-3

		E100

		E1000

		STS-1

		STS-3

		STS-12

		OC-3

		OC-12

		SDH capable for European Bases

		Network Interfaces:

		OC-12

		OC-48

		OC-192

		Add/Drop Multiplexers:

		DS-0

		VT-1

		STS-1

		Vendor Solution

		Product 1; (e.g., Plug-in Chassis, large)

		Plug-in module 1; (e.g., Plug-in Processor card)

		Plug-in module 2; (e.g., Plug-in Network or User Side Interface card)

		Plug-in module 3; (e.g., SONET functional card)

		Product 2; (e.g., Plug-in chassis, small)

		Plug-in module 1; (e.g., Plug-in Processor card)

		Plug-in module 2; (e.g., Plug-in Network or User Side Interface card)

		Plug-in module 3; (e.g., SONET functional card)

		Other Products

		Scorable Features

		Virtual Concatenation: ITU-T G.707		1.0		1/0

		DCC Tunneling		1.0		1/0

		WDM Mux within Chassis		2.0		2/0

		Protect schemes:

		4F-BLSR		1.0		1/0

		<1:1 Tributary Protection:		1.0		1/0

		Priorities on User Side:

		8		1.0		1/0

		4		0.5		.5/0

		2		0.3		.3/0

		1		0.1		.1/0

		VPN Support		1.0		1/0

		Ethernet layer 2 switching capability		1.0		1/0

		IP layer 3 routing capability		1.0		1/0

		Redundant power supplies		1.0		1/0

		Hot Swappable blades		1.0		1/0

		User Side Inerfaces:

		DS-0		4.0		Score =4*C/R

		DS-1		4.0		Score =4*C/R

		DS-3		4.0		Score =4*C/R

		E-1		4.0		Score =4*C/R

		E-3		4.0		Score =4*C/R

		E100		4.0		Score =4*C/R

		E1000		4.0		Score =4*C/R

		STS-1		4.0		Score =4*C/R

		STS-3		4.0		Score =4*C/R

		STS-12		4.0		Score =4*C/R

		OC-3		4.0		Score =4*C/R

		OC-12		4.0		Score =4*C/R

		SDH capable for European Bases		1.0		1/0

		Network Interfaces:

		OC-12		4.0		Score =4*C/R

		OC-48		4.0		Score =4*C/R

		OC-192		4.0		Score =4*C/R

		Add/Drop Multiplexers:

		DS-0		1.0		1/0

		VT-1		1.0		1/0

		STS-1		1.0		1/0

		Totals:		76.9000				0.0000		0.0000		0.0000		0.0000		0.0000		0.0000		0.0000		0.0000		0.0000		0.0000

		Notes

		All closets scored seperately

		C = Value of the switch being evaluated

		R = Value required for the closet

		#/0 = Max score if capability is provided 0   if not provided
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